
Product Profile No. 12EPP009_B (09 /12)
© 2012 Donaldson Company, Inc. All rights reserved. Donaldson  reserves the right to 
change or discontinue any model or specification at any time and without notice. It applies 
for Australian & New Zealand markets only.

www.donaldsonfilters.com.au

Donaldson Australasia Pty Ltd Donaldson New Zealand

PO Box 153, Wyong NSW 2259 PO Box 14-770, Panmure 1741 Auckland

Free call: 1800 345 837

Ph: +61 2 4350 2000 Ph: +64 9 579 2790
Fax: +61 2 4351 2036 Fax: +64 9 579 0322

PRODUCT PROFILE
HEAVY DUTY COOLANT
THERMO-TECH PG

Available to purchase from October 2012, Donaldson Thermo-Tech Heavy Duty Coolant 
will replace our existing range of Coolants and Flush. Thermo-Tech will be available 
in conventional EG (Ethylene Glycol), long lasting OAT (Organic) and our Hybrid PG 
(Propylene Glycol) which is fully compatible with other PG aftermarket brands available.

Thermo-Tech PG is a Propylene Glycol based coolant designed to last up to 6 years, 
12,000 hours or 1,000,000 kilometres in heavy duty applications.

Thermo-Tech PG is available in ready to use premix, see below for ordering details.

PREMIX

SIZE DESCRIPTION PACKAGING INFORMATION CONTAINER DIMENSIONS NEW PART NUMBER

5L THERMO-TECH PREMIX (PG) 5L
Sold in 5 litre containers
108 x 5L containers per pallet
(36 cartons of 3 per pallet)

Length - 184mm
Width - 137mm
Depth - 296mm
Carton Weight - 16.5kgs
Individual Weight - 5.5kgs

P903106
(1 x 5L container)

20L THERMO-TECH PREMIX (PG) 20L
Sold in 20 litre containers 
32 x 20L containers per pallet

Length -290mm
Width - 290mm
Depth - 370mm
Weight - 22.1kgs

P903107
(1 x 20L container)

205L THERMO-TECH PREMIX (PG) 205L
Sold in 205 litre drums 
4 x 205L drums per pallet

OD - 610mm
Height - 880mm
Weight - 231.5kgs

P903108 
(1 x 205L drum)

1000L THERMO-TECH PREMIX (PG) 1,000L
Sold in 1,000 litre IBCs
1 x Intermediate Bulk  
Container per pallet

Base - 1200mm x 1000mm
Height - 1160mm
Weight 1109.1kgs

P903109
(1 x 1,000L IBC)

thermo-tech pg coolant premix

Container dimensions and weights exclude pallets or other packing required for dispatch, excluding 1,000L IBC.


